
INITIAL INSPECTION

Upon arrival of the machine check for any signs of damage to the packing or ride. Any damage should be reported
to your supplier immediately. Check the mains supply voltage and coin mechanism are correct.

INITIAL OPERATION

1 .

2 .

Prior to operating the ride read the instruction manual

Ensure the mains supply stated on the rides serial number plate prior to connection.
Connect the machine td.a mains supply.

3 . Upon connection of supply the ride lights (if fitted) will flash. Insert a coin (or however many coins the ride
is set for) and the ride should operate. Sound should work. Ride will operate for a pre set period (normally
60 seconds) then stop. Some machines are fitted with a start button and will only start when the correct
coinage is inserted and the start button pressed.
At the end of ride the machine will stop and the counter will have recorded 1 ride (or in the case of rides with
multi mechanisms which give credits the counter will record coin base units).

PRIOR TO SITING THE RIDE

Before siting the ride make a note of the machines serial number. This is situated on the silver manufacturers plate at
the rear of the machine. The serial number gives access to essential manufacturing details of your ride and is vital
for the tracing of parts and manufacturing detail, and spares back-up.

SITING THE RIDE

The following conditions must be observed when siting the machine:-

1 .

2 .

3 .
4 .

5 .

6 .
7 .

The machine must be placed on level ground which is firm and free from holes etc. The surface that the
machine stands on should not be slippery.
The ride is designed for protected locations. The ride should not be sited in any area where it would be
subjected to water splash. The ride may be sited outdoors if under a canopy which will protect it from rain.
The machine should be connected to an RCB device.
The machine should be sited clear from any other obstruction. The manufacturer recommends the machine
is sited a minimum of 1.8 metre from any other obstruction or equipment.
The power point that supplies the ride should be no further than 6 feet away and the cable must be safely
secured and protected to eliminate any risk of damage or tripping.
The ride should not be sited in an area where it will cause an obstruction.
Always ensure that the mains plug is accessible so that mains power may be isolated in an emergency.

COPYRIGHT AND TRADEMARK NOTICES

It is a licensing requirement that these notices remain legible and permanently affixed to the ride.

NORMAL OPERATION (FOR RIDE FIlTED  WITH ELECTRONIC COIN MECHANISM)

We will assume 1 ride 3Op,  2 rides 5Op,  5 rides fl

1 .
2 .

3 .

4 .

Ensure volume knob is set to a high level
Connect ride to mains supply:-
Light should flash and a message should be heard which will state the self test is complete
FOR 1 RIDE
INSERT lop - coin should accept and counter turn 1 revolution
INSERT 2Op  - coin should accept and counter turn 2 revolutions
Start button should change from a permanently lit state to flash
Press start button - ride should start and sound operate. Ride should run through cycle and stop




















